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Quick Start  Status Advanced Wireless Management

LAN
. ATM PVC Configuration
WAN Service This screen allows you to configure an ATM PVC identifier (VPI and VCI).
WAN Motice: If the link type is EoA,it can use the PVC repeatedly though it is existent.

DSL But the PPPoA or IPod can'te
Routing

DNS VPI: [0-255] 0
NAT

MAC Filtering WCI: [32-65535] 35
IP Filtering

IGMP config | Back | | Next |
Quality of Service
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Quick Start Status Advanced Wireless Management

Overview Overview of Device Information
WAN Service
ADSL Line

Traffic Statistics ADSL Port Enabled
DHCP Table

Station Info

Routing Table upstream Line Rate
ARP Table (Kbps):

Downstream Line Rate
(Kbps):

LAN IP Address 192.168.2.1
Primary DNS Server

This infomation reflects the current status of your DSL Rouster.

Secondary DNS Server
MAC Address 00:13:39:11:22:33
Firmware Version 1.2.2
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WAN Service
Routing

DNS

NAT

MAC Filtering

IP Filtering

IGMP config
Quality of Service

o

Management

s @b

Quick Start  Status Advanced Wireless
Local Area Network (LAN) Setup
Configure the DSL Router IP Address and Subnet Mask for LAN interface. GroupMName Default ~

IP Address:
Subnet Mask:

192.168.2.1
255.255.255.0

Enable IGMP Snooping
Enable LAN side firewall

Disable DHCP Server
@ Enable DHCP Server
Start IP Address: 192.168.2.2
End IP Address: 192.168.2.254
Leased Time (hour): 24
Static IP Lease List: (A maximum 32 entries can be configured)
MAC Address IP Address Remove

| AddEntries || Remove Entries |

Configure the second IP Address and Subnet Mask for LAN interface

[ Apply/save |

LAN
WAN Service

Quality of Service
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Wide Area Network (WAN) Service Setup

Choose Add, or Remaove to configure a WAN service over a selected interface.

Enable Ports Binding

Interface Vpi | Vci | Category QoS Description |Type :?5;;35455 binding Vlan8021p VlanMuxId | Connld Igmp NAT Firewall | Remove | edit

ports

atm0o_1 0 |35 UBR Enabled | ipoe_0_0_35 | IPoE = INTERNET none N/A N/A 1 Enabled Enabled | Disabled \

[Add| [ Remove |
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WAN
DSL

Routing

DNS

NAT
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WAN Service Configuration

Select WAN service type:
PPP over Ethernat (PPPoE)
@ [P over Ethernet
Bridging

Enter Service Description: ipoe_0_0_35

Service Mode: INTERNET -
Port Bind: LANL LANZ LAMNZ

SSID1 SSID2 SS5ID3
| Back | | Next |
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WAN IP Settings

3 o
Wireless Management
LANS
55ID4

3 0
Wireless Management

Enter information provided to you by your ISP to configure the WAN IP settings.

Notice: If "Obtain an IP address automatically” is chosen, DHCP will be enabled for PVC in

MER mode.

If "Use the following Static IP address™ is chosen, enter the WAN IP address, subnet mask

and interface gateway.

@ Obtain an IP address automatically
Option 60 Vendor ID:

Option 61 TAID:

Option 61 DUID:

Option 125: @ Disable

Use the following Static IP address:

WAN IP Address:
WAN Subnet Mask:
WAN gateway IP Address:

| Back | | Mext |

(8 hexadecimal digits)
(hexadecimal digit)
Enable
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LAN Network Address Translation Settings
WAN Service MNetwork Address Translation (NAT) allows vou to share one Wide Area Network (WAN) IP
WAN
DSL

Routing 7| Enable NAT
DNS
NAT Enable Fullcone NAT

MAC Filtering

address for multiple computers on your Local Area Network (LAN).

IP Filtering Enable Firewall

IGMP config

Quality of Service IGMP Multicast

V| Enable IGMP Multicast

| Back | | Next |
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LAN Routing -- Default Gateway
WAN Service
WAN Select a preferred wan interface as the system default gateway.

DSL
Routing
DNS
NAT
MAC Filtering

Selected WAN Interface ipoe_0_0_35/atm0_1 -

IP Filtering
IGMP config
Quality of Service

[ Back || Next |
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LAN DNS Server Configuration
WAN Service

WAN Get DNS server information from the selected WAN interface OR enter static DNS server IP

addresses. If only a single PVC with IPoA or static MER protocol is configured, you must enter

DSL static DNS server IP addresses.
Routing
DNS Q@
NAT
MAC Filtering

Obtain DNS info from a WAN interface:
WAN Interface selected: ipoe_0_0_35/atm0_1 «

IP Filtering
IGMP config
Quality of Service

Use the following Static DNS IP address:
Primary DNS server:

Secondary DNS server:

| Back || Next |
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LAN WAN Setup - Summary
WA\::':WEE Make sure that the settings below match the settings provided by your ISP.
D'.SL PORT / VPI /VCI: 0/0/35
gn::mg Connection Type: |IPoE
NAT Service Name: ipoe_0_0_35

MAC Filtering

IP Filtering
IGMP config
Quality of Service

Service Category: |UBR

IP Address:
Service State:
NAT:

Full Cone NAT:
Firewall:

IGMP Multicast:

Automatically Assigned
Enabled
Enabled
Disabled
Disabled
Enabled

Quality Of Service: | Disabled

Click "Apply/Save” to have this interface to be effective. Click "Back” to make any modifications.

| Back | |

Apply/Save
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Wide Area Network (WAN) Service Setup

Choose Add, or Remove to configure a WAN service over a selected interface.

Enable Ports Binding

- - P service binding - 5
Interface Vpi | Vci | Category QoS Description | Type WOEax4A5E  ports Vlan8021p | VlanMuxId | Connld Tgmp NAT Firewall | Remove | edit
atmo_1 0 |35 UBR Enabled | ipoe_0_0_35 | IPoE | INTERNET none N/A N/A 1 Enabled | Enabled | Disabled \1

Quality of Service |m‘ ‘W|
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LAN WAN Service Configuration
WAN Service
WAN
DSL
Routing o
DNS Bridging
NAT
MAC Filtering

Select WAN service type:
@ PPP over Ethernet (PPPoE)

IP over Ethernet

Enter Service Description: pppoe_0_0_35

IP Filtering
IGMP config
Quality of Service Service Mode: INTERNET -

Port Bind: LANT LANZ LAN3 LANSG
SSID1| |S5ID2| |SSID3| |S5ID4

| Back | | Next |
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PPP Username and Password
PPP usually requires that you have a user name and password to establish your

connection.In the boxes below, enter the user name and password that your ISP has
provided to you.

PPP Username:

PPP Password:

PPPoE Service Name:

Authentication Method: AUTO -

Enable Fullcone NAT
¥| Enable Firewall
Dial on demand (with idle timeout timer)
Use Static IPv4 Address
Enable PPP Debug Mode

Bridge PFPoE Frames Between WAN and Local Ports

Multicast Proxy
Enable IGMP Multicast Proxy

| Back | | Next |

LAN

WAN Service
WAN
DSL

Routing

DNS

NAT

MAC Filtering

IP Filtering
IGMP config
Quality of Service
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Routing -- Default Gateway
Select a preferred wan interface as the system default gateway.

Selected WAN Interface ipoe_0_0_35/atm0_1 =«

| Back || Next |
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DNS Server Configuration
Get DNS server information from the selected WAN interface OR enter static DNS server IP

addresses. If only a single PVC with IPoA or static MER protocol is configured, you must enter
static DNS server IP addresses.

@ (Obtain DNS info from a WAN interface:
WAN Interface selected: ipoe_0_0_35/atm0_1 -

Use the following Static DNS IP address:
Primary DNS server:

Secondary DNS server:

[ Back || Next |
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WAN Setup - Summary

Make sure that the settings below match the settings provided by your 1SP.

PORT /fVPI fVCI: 0/0/35
Connection Type: |PPPoE

Service Name: pppoe_0_0_35
Service Category: |UBR

IP Address: Automatically Assigned
Service State: Enabled

NAT: Enabled

Full Cone NAT: Disabled

Firewall: Enabled

IGMP Multicast: Disabled

Quality Of Service: |Disabled

Click "Apply/Save" to have this interface to be effective. Click "Back” to make any modifications.
|Back || Apply/Save |
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LAN Wide Area Network (WAN) Service Setup
WA“:::N'EE Choose Add, or Remove to configure a WAN service over a selected interface.
DSL Enable Ports Binding
Routing
DNS i indi
Interface Vpi Vci  Category QoS Description Type :ﬁ:;;ce ::::'r':'sng Vlan8021p | VlanMuxId | ConnId | Tgmp NAT Firewall Remove  edit
MAC Filteri
ttering atmo_1 | 0 |35 UBR |Enabled| ipos_0_0_35 | IPoE | INTERNET | nome N/A N/A 1 |Enabled |Enabled | Disabled ..
ppp0_2 0 |35 UBR Enabled | pppoe_0_0_35 PPPoE | INTERNET | none N/A N/A 2 Disabled | Enabled | Enabled %,
[Add || Remove |
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Wireless Bridge
Advanced

Wireless -- Basic

This page allows you to configure basic features of the wireless LAN interface. You can enable or disable the wireless LAN interface, hide the network from active scans,
set the wireless network name (also known as SSID) and restrict the channel set based on country requirements.
Click "Apply/Save” to configure the basic wireless options.

¥| Enable Wireless
Hide Access Point
Clients Isolation
Disable WMM Advertise

Enable Wireless Multicast Forwarding (WMF)

SSID: MSW21p4
BSSID: 56:13:29:11:22:30
Country: UNITED STATES -

Max Clients: 16

Basic

MAC Filter
Wireless Bridge
Advanced
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Wireless -- Security

This page allows you to configure security features of the wireless LAN interface.
You may setup configuration manually

Manual Setup AP
You can set the network authentication method, selecting data encryption,

specify whether a network key is required to authenticate to this wireless network and specify the encryption strength.
Click "Apply/Save" when done.

Select 551D: MSW21p4 -
Network Authentication: WPA-PSK -

WPA Pre-Shared Key:
WPA Group Rekey Interval: 0
WPA Encryption:

Click here to display

-

WEP Encryption:

[ Apply/save |
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Account Management Access Control -- Services

A Service Control List ("SCL") enables or disables services from being used.

Date & Time
System Log
Diagnostics
TR-069 Client Services | LAN WAN
Backup Config

HTTP Enable Enable
Update Software
Reboot ICMP Enable Enable
TELMET Enable Enable
TFTP Enable Enable

| Save/apply |










